
Type
PUV 30/45 PUV 50/75 PUV 70/105 PUV 30/45 PUV 50/75  PUV 70/105 PUVP 50/75 PUVP 70/105

  40/60 60/90 90/135 40/60 F 60/90 F 90/135 F 60/90 90/135

Part - No. 1303 1301 1302 1304 1305 1306 1307 1308

Sealing cross - section mm
 300–400 500–600 700–900 300–400 500–600 700–900 500–600 700–900

450–600 750–900 1050–1350 450–600 750–900 1050–1350 750–900 1050–1350

Operating pressure bar 1,0 1,0 1,0 1,0 1,0 1,0 1,0 1,0

Test pressure bar  1,3 1,3 1,3 1,3 1,3 1,3 1,3 1,3

Back pressure bar  0,5 0,5 0,5 0,5 0,5 0,5 0,5 0,5

Dimensions (w x h x l) mm 280 x 410 x 750 470 x 690 x 880 650 x 960 x 1060 270 x 380 x 800 470 x 690 x 1060 650 x 960 x 1360 700 x 2100 1000 x 2500

Weight kg 36 48 65 12 38 56 21 30

Bypass
1x1“ 1x1“ 1x1“ 1x1“

2x2“ 2x2“ 2“ 2“
1x2“ 1x2,5“ 1x2,5“ 1x2“

Egg–shaped Test Pipe Stoppers PUV, PUV–F and PUVP

Type
UV 30/45 UV 50/75 UV 70/105 UVP 50/75  UVP 70/105

 40/60 60/90 90/135 60/90 90/135

Part - No. 1601 1602 1603 1604 1605

Sealing cross - section mm
300–400 500–600 700–900 500–600 700–900
450–600 750–900 1050–1350 750–900 1050–1350

Operating pressure bar 1,0 1,0 1,0 1,0 1,0

Test pressure bar  1,3 1,3 1,3 1,3 1,3

Back pressure bar  0,5 0,5 0,5 0,5 0,5

Dimensions (w x h x l) mm 270 x 380 x 800 470 x 690 x 1060 650 x 960 x 1360 700 x 2100 1000 x 2500 

Weight kg 10 35 52 18 26

Egg–shaped Pipe Stoppers UV, UVP
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EGG-SHAPED PIPE STOPPERS

PUV   PUV-F UV
UVP
PUVP

These pipe stoppers are used for sealing egg–shaped 
sections and they are also suitable for the use in leak 
tests with water or air. These stoppers are manufactu-
red in two forms. The forms that copy the shape of the 
pipe and the cushion-shaped forms. The former ones 

are commonly used for smaller sections while the latter 
are suitable for larger sections because they can by 
install to sewerages through the standard gullies. 
The standard product line consists of 13 models 
each of different size.



K  CZ    str14

2068 Safety and control gauge
0,5 bar – V 0,5

2133 Safety and control gauge
0,6 bar – V 0,6

2083 Safety and control gauge
0,7 bar – V 0,7

2079 Safety and control gauge
1 bar – V 1

2039 Safety and control gauge
1,5 bar – V 1,5

2080 Safety and control gauge
2,5 bar – V 2,5

2075 Safety and control gauge
6 bar – V 6

2005 Pressure reducer 200/8 bar

2066 Pressure reducer 300/8 bar

Part-No. Description Part-No. Description

2010 Venting and meassuring hose, 
 6 m for PU 10/20

2009 Venting and meassuring hose,
6 m for PU 20/50, PU 50/80,
PU 50/120

2060 Venting and meassuring hose,
6 m for PU 30/60 F,  PU 50/100 F

2011 Stopcock with Storz D couplings

2012 Stopcock with Storz C couplings

2013 Stopcock with Storz B couplings

50152 Cylinder 7 l

50151 Cylinder 5 l

2036 Adapter for tireventil

2047 Quick coupling for tireventil

2065 Adapter 
quick coupling – tire ventil

2046 Rope with snap hook, 5 m

ACCESSORIES

2113 Rope with snap hooks, 10 m

2078 Stopcock with Storz 
A couplings

2001 Inflation hose with quick
couplings, 3 m

2002 Inflation hose with nipples, 5 m

2003 Inflation hose with nipples, 10 m
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Part-No. Description

50103 Foot pump

50435 Hand pump

Part-No. Description

2035 Adapter for the leak test with air
N – C 52

2032 Adapter for the leak test with air
 N – D 25

2058 Manometer for the leak test with 
air 0–250 mbar with hose, 5 m

2086 Digital manometer for the leak                   
test with air with hose, 5 m
0–2000 mbar

2073 Adapter for the leak test with air 
N – B 75

2064 Adapter for the leak test with air 
N – PUK 1/2"

2069 Adapter for the leak test with air 
N – PUK 1"

ACCESSORIES

2138 Adapter for the leak test with air 
N – PUK 2"

2128 Digital manometer for the leak  
test with air with hose, 5 m
0–200 mbar

2023 Reduction Storz D 25/GEKA- 
               coupling

2061 Reduction Storz C 52/GEKA-  
               coupling

2025 Reduction GEKA/quick coupling

2070 Reduction Storz B 75/GEKA-
                  coupling

2088 Adapter for the leak test
with water NV – C 52

2087 Adapter for the leak test
with water NV – B 75
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