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• Ingress protec�on 65IP

• Ranges from 0/1.45 psi to 0/8,700 psi (0/100 mbar to 0/600 bar)

• and value storageMIN MAX

The display is con�nuously rotatable so that a clear readability is garanteed even in unusual installa�on

posi�ons. The can be operated menu-driven via three push-bu� ons. Besides showingLDM 70LR-Cal

informa�on about the nominal pressure range as well as minimal and maximal pressure of the process,

several pressure units ( , bar, mbar, m , inHg, cmHg, mmHg, kPa, a) and the posi�on of thePSI WC MP

decimal point can be set. The instruments zero and span can be calibrated, the can be setLDM 70LR-Cal

Digital Test Pressure Gauge 70-E25: with stainless steel sensorLDMLR-Cal

Digital Test Pressure Gauge 70-K50: with ceramic sensorLDMLR-Cal

• Ba� ery powered, rugged, rotatable housing ( 70 mm)DS

• 4.5-digit display (digit height 11 mm)LC

• 6-digit addi�onal display to show the selected pressure unit (height 7.5 mm)

• Pressure unit switchable (psi-bar/mbar-m -inHg-cmHg/mmHg-kPa/ a)WS MP

• Easy configura�on via three push bu� ons

to factory default values via menu.

The Digital Test Pressure Gauges are available as complete pressure

calibra�on kits (case, with calibra�on testpump , or

).
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For a sta�onary use, as calibra�on pressure source we recommend our pressure

comparators (spindle pumps) series .LSPLR-Cal
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±0.125% f.s. (ranges ≤ 5.8 psi / 400 mbar: ±0.25% f.s.) ±0.25% f.s.Accuracy ( )BFSL

0/1.6 to 0/600 bar

stainless steel 1.4404

FKM
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Digital Test Pressure Gauge 70

ba� ery operated, accuracy 0.125% or 0.25%
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Dimensions:

with stainless steel sensor

with ceramic sensor

= only with accuracy ±0.25% (BFSL) as type -70-E25 availableLDM

= only with accuracy ±0.125% (BFSL) as type -70-E25 availableLDM

1000

Accuracy ±0,125% FS (Class 0.125) as per BFSL is equal to ±0.25% FS (Class 0.25) as per IEC 60770

Accuracy ±0.25% FS (Class 0.25) as per BFSL is equal to ±0.5% FS (Class 0.5) as per IEC 60770
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Digital Test Pressure Gauge 70

ba� ery operated, accuracy 0.125% or 0.25%
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